
1 Base plate
2 Support tube
3 Lampshade
4 Lever arm

INSTRUCTIONS FOR 
Jandia lamp

5 Translucent/anti-glare
    shade with slide holder    
6 Height adjustment
7 On/Off switch with 
    infinitely variable  
    dimming

Base plate mounting

Position the base plate on the 
straight edge. Align the support tube
in thealuminium ring, so that the 
lever arm faces upwards. Feed the 
power cable through the centre 
hole. Secure in position using the 
screws and washers supplied.

Desktop mounting

Place the drilling template, so that the 
lever area faces the working surface. 
Allow for the radius of the extension 
arm. Feed the power cable through 
the centre hole. First, tighten the 
threaded rod through the bench plate 
and the aluminium ring on the support 
tube and then tighten the nuts. 

Lamp and lampshade

Side the tube supplied into the 
sockert and attach the lampshade. 
Ensure that the tube is supported in 
the plastic ring of the opposite side. 
The shade can be rotated for 
checking the light emission.

Switch and dimmer

Turn the disc on the top 
of the support tube 
using a finger. The 
required light intensity 
can be infinitely 
adjusted.

Height adjustment

Hold the support tube 
with one hand and with 
the other hand slide the 
extension arm up or 
down by turning it 
slightly.

Aligning the shade

The lampshade can be 
adjusted vertically after 
opening the adjustment 
screws. 

Light source and reflector should 
be cleaned regularly, as otherwise 
the quality of the light will be 
greatly reduced.

230 V cable connection

1 Unscrew the plug from below.
2 Secure the earth wire(yellow/green)
   in the centre.
3 Insert the other two wires in their 
   respective sleeves and secure in
   position.
4 Tighten the screws of the cable grip
5 Screw the plug together again.

Assembly schould only be completed
by comptent personnel. We do not 
accept any liability if the lamp is 
assembled incorrectly.

USE

 
   

Translucent/anti-glare
shade

Reference slides or the 
aluminium cover 
supplied (for anti-glare 
working) can be easily 
inserted in the clamping
rail.


